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CRYSTAL StarLED

The dance of constellations begins in the limitlessness of space.
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max. 3000mm

max. 300mm

max. 1000mm

140 x 70 x 25mm

133 x 58 x 29mm

A.9943 NR 000 026
A.9943 NR 000 027

A.9943 NR 000 025

5 - 25mm

INTERPLAY OF LIGHT AND CRYSTAL
Crystal StarLED combines precision-cut crystal and innovative LED technology. 
With its unusual effects, this lighting system creates a special atmosphere in a room. It makes ceilings and walls in 
relaxation areas and hotel suites sparkle – and can do the same in home bedrooms, living rooms and bathrooms. 
Shimmering crystal united with light.
Light-emitting diodes (LEDs) ensure that Crystal StarLED is economical and easy to maintain and has an extremely long life.

Crystal StarLED is available in various versions as a set. It is also possible to configure a lighting system using individual 
elements, creating the best possible lighting effects individually for each specific room.

THE ADVANTAGES
Distinctive features of the Crystal StarLED:

MODULARITY
- Pre-assembled, ready-to-fit sets make planning easy. 
- Individual design configurations or combinations for special requirements:
 Expansion of the lighting system with additional crystals is easy, creating uniquely individual systems.
 The system range can also be easily expanded several meters with a pluggable extension.

- Easy compatibility with the StarLED Deluxe lighting system 

UNPARALLELED DURABILITY
If used under optimal conditions, no other light source has a longer life than light-emitting diodes (LEDs). The cost of 
maintaining the system is reduced to a minimum. Maintenance is limited to occasional cleaning of the crystals.

LOW ENERGY CONSUMPTION
Crystal StarLED lighting systems use 0.5 W light-emitting diodes (LEDs). LEDs convert power directly into light. The resulting 
minimal energy consumption is clearly reflected in the operating costs.

SAFE OPERATION
System electrical safety: safety extra-low voltage (SELV).

TECHNICAL INSTALLATION REQUIREMENTS 

Use:  in all dry interior areas
Ceiling thickness: between 5 and 25 mm 
Ceiling cavity: at least 45 mm 
Recommended ceiling colour: light colours (white, pastel shades etc.) for optimum effect
Installation: in wood / plasterboard ceiling (provide inspection opening)
Ambient temperature: between 0° and +30°C
Primary voltage: between 100 and 240 V, 50/60 HZ
Light colour: either daylight white (ca. 8,000K) or neutral white (ca. 3,500K) available

CRYSTAL StarLED, LED LIGHTING SYSTEMS
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LEDLED

LEDLED

LEDLED

ANIMA 6 stars

LED lighting system consisting of:
 6 light fittings with crystal 12 mm 
 6 universal mounting sleeves, transparent plastic
 1 electronic power supply unit with fixed external plug-in connector block
  Primary voltage: 100 – 240 V, 50/60 HZ
  Secondary voltage: 6 V DC
  Wattage: max. 42 W
 1 distributor module with 6 LED inserts
  (for further technical details refer to pages 22 – 23)

Weight:   940 g
 Recommended area: 1 – 2 m2

Product Article number
A.9945 NR ...

Version Light colour

ANIMA 6 stars 000 005
000 006
000 001
000 002

nickel-plated
nickel-plated
gold-plated
gold-plated

daylight white (ca. 8,000K)
neutral white  (ca. 3,500K)
daylight white (ca. 8,000K)
neutral white  (ca. 3,500K)

DESIRE 12 stars

LED lighting system consisting of:
 6 light fittings with crystal 12 mm
 6 light fittings with crystal 25 mm 
 12 universal mounting sleeves, transparent plastic
 1 electronic power supply unit with fixed external plug-in connector block
  Primary voltage: 100 – 240 V, 50/60 HZ
  Secondary voltage: 6 V DC
  Wattage: max. 42 W 
 2 distributor modules with 6 LED inserts 
  (for further technical details refer to pages 22 – 23)

Weight:   1,550 g
Recommended area: 2 – 4 m2

Product Article number
A.9945 NR ...

Version Light colour

DESIRE 12 stars 000 007
000 008
000 003
000 004

nickel-plated
nickel-plated
gold-plated
gold-plated

daylight white (ca. 8,000K)
neutral white  (ca. 3,500K)
daylight white (ca. 8,000K)
neutral white  (ca. 3,500K)

RELAX 18 stars

LED lighting system consisting of:
 12 light fittings with crystal 12 mm 
 6 light fittings with crystal 25 mm
 18 universal mounting sleeves, transparent plastic
 1 electronic power supply unit with fixed external plug-in connector block
  Primary voltage: 100 – 240 V, 50/60 HZ
  Secondary voltage: 6 V DC
  Wattage: max. 42 W
 3 distributor modules with 6 LED inserts
  (for further technical details refer to pages 22 – 23)

Weight:  2,140 g
Recommended area: 3 – 6 m2

Product Article number
A.9945 NR ...

Version Light colour

RELAX 18 stars 000 009
000 010
000 011
000 012

nickel-plated
nickel-plated
gold-plated
gold-plated

daylight white (ca. 8,000K)
neutral white  (ca. 3,500K)
daylight white (ca. 8,000K)
neutral white  (ca. 3,500K)

CRYSTAL StarLED, LED LIGHTING SYSTEMS
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LEDLED

LEDLED

LEDLED

SPIRIT 24 stars

LED lighting system consisting of:
 18 light fittings with crystal 12 mm
 6 light fittings with crystal 25 mm 
 24 universal mounting sleeves, transparent plastic
 1 electronic power supply unit with fixed external plug-in connector block
  Primary voltage: 100 – 240 V, 50/60 HZ
  Secondary voltage: 6 V DC
  Wattage: max. 42 W 
 4 distributor modules with 6 LED inserts 
  (for further technical details refer to pages 22 – 23)

Weight:  2,730 g
Recommended area: 3 – 8 m2

Product Article number
A.9945 NR ...

Version Light colour

SPIRIT 24 stars 000 021
000 022
000 023
000 024

nickel-plated
nickel-plated
gold-plated
gold-plated

daylight white (ca. 8,000K)
neutral white  (ca. 3,500K)
daylight white (ca. 8,000K)
neutral white  (ca. 3,500K)

PLEASURE 30 stars

LED lighting system consisting of:
 18 light fittings with crystal 12 mm 
 12 light fittings with crystal 25 mm
 30 universal mounting sleeves, transparent plastic
 1 electronic power supply unit with fixed external plug-in connector block
  Primary voltage: 100 – 240 V, 50/60 HZ
  Secondary voltage: 6 V DC
  Wattage: max. 42 W
 5 distributor modules with 6 LED inserts
  (for further technical details refer to pages 22 – 23)

Weight:  3,340 g
Recommended area: 4 – 10 m2

Product Article number
A.9945 NR ...

Version Light colour

PLEASURE 30 stars 000 025
000 026
000 027
000 028

nickel-plated
nickel-plated
gold-plated
gold-plated

daylight white (ca. 8,000K)
neutral white  (ca. 3,500K)
daylight white (ca. 8,000K)
neutral white  (ca. 3,500K)

DELIGHT 36 stars

LED lighting system consisting of:
 24 light fittings with crystal 12 mm
 12 light fittings with crystal 25 mm 
 36 universal mounting sleeves, transparent plastic
 1 electronic power supply unit with fixed external plug-in connector block
  Primary voltage: 100 – 240 V, 50/60 HZ
  Secondary voltage: 6 V DC
  Wattage: max. 42 W 
 6 distributor modules with 6 LED inserts 
  (for further technical details refer to pages 22 – 23)

Weight:  3,930 g
Recommended area: 5 – 10 m2

Product Article number
A.9945 NR ...

Version Light colour

DELIGHT 36 stars 000 017
000 018
000 019
000 020

nickel-plated
nickel-plated
gold-plated
gold-plated

daylight white (ca. 8,000K)
neutral white  (ca. 3,500K)
daylight white (ca. 8,000K)
neutral white  (ca. 3,500K)

CRYSTAL StarLED, LED LIGHTING SYSTEMS
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DELIGHT
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MODULES FOR INDIVIDUAL LIGHTING DESIGN
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36 mm

CRYSTAL
12 mm

CRYSTAL
25 mm



15

CRYSTAL 12 mm

Weight: 10.1 g

Product Article number
A.9945 NR ...

Version

CRYSTAL 12 mm 010 400
010 402

gold-plated
nickel-plated

CRYSTAL 25 mm

Weight: 13.6 g

Product Article number
A.9945 NR ...

Version

CRYSTAL 25 mm 010 500
010 502

gold-plated
nickel-plated

CRYSTAL 36 mm

Weight: 18.7 g

Product Article number
A.9945 NR ...

Version

CRYSTAL 36 mm 010 600
010 602

gold-plated
nickel-plated

CRYSTAL StarLED, MODULES FOR INDIVIDUAL LIGHTING DESIGN
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CRYSTAL 25 mm rosalineCRYSTAL 25 mm medium sapphire

CRYSTAL StarLED, MODULES FOR INDIVIDUAL LIGHTING DESIGN

CRYSTAL 25 mm rosaline

Weight: 13.6 g

Product Article number
A.9945 NR ...

Version

CRYSTAL 25 mm
rosaline

010 509
010 510

gold-plated
nickel-plated

CRYSTAL 25 mm medium sapphire

Weight: 13.6 g

Product Article number
A.9945 NR ...

Version

CRYSTAL 25 mm
medium sapphire

010 507
010 508

gold-plated
nickel-plated
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CRYSTAL 25 mm light topazCRYSTAL 25 mm antique green

CRYSTAL StarLED, MODULES FOR INDIVIDUAL LIGHTING DESIGN

CRYSTAL 25 mm light topaz

Weight: 13.6 g

Product Article number
A.9945 NR ...

Version

CRYSTAL 25 mm
light topaz

010 505
010 506

gold-plated
nickel-plated

CRYSTAL 25 mm antique green

Weight: 13.6 g

Product Article number
A.9945 NR ...

Version

CRYSTAL 25 mm
antique green

010 503
010 504

gold-plated
nickel-plated
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CRYSTAL
Ø 31 mm

CRYSTAL
Ø 20 mm
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CRYSTAL Ø 31 mm

Weight: 51.7 g

Product Article number
A.9945 NR ...

Version

CRYSTAL Ø 31 mm 010 810 nickel-plated

CRYSTAL Ø 20 mm

Weight: 13.9 g

Product Article number
A.9945 NR ...

Version

CRYSTAL Ø 20 mm 010 850
010 852

gold-plated
nickel-plated

CRYSTAL StarLED, MODULES FOR INDIVIDUAL LIGHTING DESIGN
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DOUBLE CUBE straight

DOUBLE CUBE straight

Weight: 13.4 g

Product Article number
A.9945 NR ...

Version

DOUBLE CUBE
straight 

015 303 nickel-plated

CRYSTAL StarLED, MODULES FOR INDIVIDUAL LIGHTING DESIGN
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DOUBLE CUBE diagonal

DOUBLE CUBE diagonal

Weight: 12.4 g

Product Article number
A.9945 NR ...

Version

DOUBLE CUBE 
diagonal 

015 403 nickel-plated

CRYSTAL StarLED, MODULES FOR INDIVIDUAL LIGHTING DESIGN
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28

11.5

Product Article number
A.9943 NR ...

Version

ELECTRONIC POWER 
SUPPLY UNIT

000 025

ELECTRONIC POWER SUPPLY UNIT with external plug-in connector block

Power supply unit with mains cable and fixed external connector-block for secondary 
connection of the distributor modules

Dimensions:  133.1 x 57.9 x 29.2 mm (L x W x H)
Weight:  350 g
Primary voltage:  100 – 240 V, 50/60 HZ
Secondary voltage:  6 V DC
Wattage:  max. 42 W 
Operating temperature:  0 – 40°C

6-way plug-in connector block, for connection of 6 distributor modules

Dimensions:  44 x 40.5 x 14.7 mm (L x W x H)
Length of mains cable 
to power supply unit: 1,000 mm

CRYSTAL StarLED, ACCESSORIES

UNIVERSAL-MOUNTING SLEEVES transparent plastic

Suitable for all kinds of ceilings from 5 – 25 mm

Ceiling opening:  12.5 mm
Weight:  1.5 g

Product Article number
A.9945 NR ...

Version

UNIVERSAL-
MOUNTING SLEEVES 

019 034 transparent

ACCESSORIES 
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LEDLED

LEDLED

 CRYSTAL StarLED, ACCESSORIES

DISTRIBUTOR MODULE 0.5W

with integrated electronic safety fuses, 
1 cable (0.3 m) for connecting to plug-in connector block
6 cables (3 m each) with one LED insert per cable

Distributor module:  140 x 70 x 25 mm (L x W x H)
LED-Insert:  29 x 7.33 mm (L x Ø)
Light colour:  daylight white (ca. 8,000K) 
 neutral white (ca. 3,500K)
Weight: 580 g

Product Article number
A.9943 NR ...

Light colour

DISTRIBUTOR MODULE 
0.5 W

000 026
000 027

daylight white (ca. 8,000K)
neutral white  (ca. 3,500K)

EXTENSION CABLE

incl. plug and socket for placement between plug-in connector block and distributor module

Length:  3 m 
Note: max. extension 15 m (5 extension cables 3 m each)
Weight: 93 g

Product Article number
A.9943 NR ...

Version

EXTENSION CABLE 000 028 Length: 3 m

REPAIR-KIT 0.5 W

for quick and easy replacement of defective LED-inserts by authorised, trained staff.
The kit contains 6 LED inserts each with 200 mm cable and spring sleeve.

Weight: 51 g

Product Article number
A.9943 NR ...

Light colour

REPAIR-KIT 0.5 W 000 029
000 030

daylight white (ca. 8,000K)
neutral white  (ca. 3,500K)
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CRYSTAL StarLED DELUXE

The eye is drawn to ever more amazing feats of imagination.
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max. 6000mm

max. 300mm

max. 1000mm

A.9943 NR 000 033
A.9943 NR 000 034

A.9943 NR 000 025140 x 70 x 25mm

133 x 58 x 29mm

1 - 12,5mm

INTENSIVE EFFECTS FOR LARGE INTERIOR SPACES
Light fittings with large crystals and powerful light-emitting diodes (LEDs) are the distinctive features of Crystal StarLED 
Deluxe. This large-scale lighting system is excellent for achieving powerful light reflections (up to a meter in diameter) in high-
ceilinged rooms and where the ambient brightness is high – the large crystal is an attractive design feature in its own right. 

The pure brilliance of perfectly polished crystals is combined with powerful LEDs, creating an amazingly effective, economical 
and low-maintenance lighting system of unparalleled durability.

Crystal StarLED Deluxe is available in three different set configurations. It is also possible to configure a highly versatile 
lighting system from the individual elements to ensure optimal and unique lighting for any specific room. Outstanding effects 
can also be achieved in combination with Crystal StarLED.

THE ADVANTAGES
Distinctive features of the Crystal StarLED Deluxe:

MODULARITY
- Pre-assembled, ready-to-install sets make planning easy
- Individual design configurations or combinations for special requirements:
 Expansion of the lighting system with additional crystals is easy, creating uniquely individual systems.
 The system range can also be easily expanded several meters with a pluggable extension.

- Easy compatibility with the StarLED lighting system

UNPARALLELED DURABILITY
No other light source has a longer life than light-emitting diodes (LEDs), if used under optimal conditions. The cost of 
maintaining the system is reduced to a minimum. Maintenance is limited to occasional cleaning of the crystals.

LOW ENERGY CONSUMPTION
Crystal StarLED Deluxe lighting systems use 1 W LEDs. LEDs convert power directly into light. The resulting minimal energy 
consumption is clearly reflected in the operating costs.

SAFE OPERATION
System electrical safety: safety extra-low voltage (SELV).

TECHNICAL INSTALLATION REQUIREMENTS 
Use:  in all dry interior areas
Ceiling thickness: between 1 and 12.5 mm 
Ceiling cavity: at least 45 mm 
Recommended ceiling colour: light colours (white, pastel shades etc.) for optimal effect
Installation: in wood/ plasterboard ceiling (provide inspection opening)
Ambient temperature: between 0° and +30°C
Primary voltage: between 100 and 240 V, 50/60 HZ
Light colour: either daylight white (ca. 6,700K) or neutral white (ca. 3,400K) available

CRYSTAL StarLED DELUXE, LED LIGHTING SYSTEMS
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CRYSTAL 814

CRYSTAL 814

CRYSTAL 816

CRYSTAL 816

CRYSTAL 1224

CRYSTAL 1224

CRYSTAL 1212

GRACE

GLORY

GLAMOUR
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LEDLED

LEDLED

LEDLED

CRYSTAL StarLED DELUXE, LED LIGHTING SYSTEMS

GRACE 6 crystals

LED lighting system consisting of:
 2 light fittings Crystal 814 
 2 light fittings Crystal 816

 2 light fittings Crystal 1224

 1 electronic power supply unit with fixed external plug-in connector block
  Primary voltage: 100 – 240 V, 50/60 HZ
  Secondary voltage: 6 V DC
  Wattage: max. 42 W
 1 distributor module 1 W with 6 LED inserts
  (for further technical details see pages 34-35)

Weight:   2,810 g
Recommended area: 5 – 15 m2

Product Article number
A.9945 NR ...

Version Light colour

GRACE 6 crystals 000 051
000 053
000 050
000 052

chrome-plated
chrome-plated
gold-plated
gold-plated

daylight white (ca. 6,700K)
neutral white  (ca. 3,400K)
daylight white (ca. 6,700K)
neutral white  (ca. 3,400K)

GLORY 12 crystals

LED lighting system consisting of:
 3 light fittings Crystal 814 
 3 light fittings Crystal 816

 3 light fittings Crystal 1212

 3 light fittings Crystal 1224

 1 electronic power supply unit with fixed external plug-in connector block
  Primary voltage: 100 – 240 V, 50/60 HZ
  Secondary voltage: 6 V DC
  Wattage: max. 42 W
 2 distributor modules 1 W with 6 LED inserts
  (for further technical details see pages 34-35)

Weight:   5,270 g
Recommended area: 12 – 15 m2

Product Article number
A.9945 NR ...

Version Light colour

GLORY 12 crystals 000 055
000 057
000 054
000 056

chrome-plated
chrome-plated
gold-plated
gold-plated

daylight white (ca. 6,700K)
neutral white  (ca. 3,400K)
daylight white (ca. 6,700K)
neutral white  (ca. 3,400K)

GLAMOUR 18 crystals

LED lighting system consisting of:
 4 light fittings Crystal 814 
 4 light fittings Crystal 816

 4 light fittings Crystal 1212

 6 light fittings Crystal 1224

 1 electronic power supply unit with fixed external plug-in connector block
  Primary voltage: 100 – 240 V, 50/60 HZ
  Secondary voltage: 6 V DC
  Wattage: max. 42 W
 3 distributor modules 1 W with 6 LED inserts
  (for further technical details see pages 34-35)

Weight:   7,730 g
Recommended area: 25 – 30 m2 

Product Article number
A.9945 NR ...

Version Light colour

GLAMOUR 18 crystals 000 059
000 061
000 058
000 060

chrome-plated
chrome-plated
gold-plated
gold-plated

daylight white (ca. 6,700K)
neutral white  (ca. 3,400K)
daylight white (ca. 6,700K)
neutral white  (ca. 3,400K)
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MODULES FOR INDIVIDUAL LIGHTING DESIGN
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CRYSTAL 816CRYSTAL 814

CRYSTAL StarLED DELUXE, MODULES FOR INDIVIDUAL LIGHTING DESIGN

CRYSTAL 816

Effect:  attractive star pattern (diameter approx. 0.9 m)
Weight:  190 g

Product Article number
A.9945 NR ...

Version

CRYSTAL 816 000 033
000 034

gold-plated
chrome-plated

CRYSTAL 814

Effect:  attractive star pattern (diameter approx. 0.9 m)
Weight:  190 g

Product Article number
A.9945 NR ...

Version

CRYSTAL 814 000 031
000 032

gold-plated
chrome-plated
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CRYSTAL 1224CRYSTAL 1212

CRYSTAL StarLED DELUXE, MODULES FOR INDIVIDUAL LIGHTING DESIGN

CRYSTAL 1212

Effect:  attractive star pattern (diameter approx. 0.9 m)
Weight:  190 g

Product Article number
A.9945 NR ...

Version

CRYSTAL 1212 000 038
000 039

gold-plated
chrome-plated

CRYSTAL 1224

Effect:  attractive star pattern (diameter approx. 0.9 m)
Weight:  190 g

Product Article number
A.9945 NR ...

Version

CRYSTAL 1224 000 040
000 041

gold-plated
chrome-plated
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ca. 140 mm

ca. 70 x 25 mm

max. 300 mmmax. 6000 mm

ca. 30 mm

ca. ø 34 mm

LEDLED

CRYSTAL StarLED DELUXE, ACCESSORIES

LED DISTRIBUTION MODULE 1 W

with integrated, electronic fuses, 1 cable (0.3 m) for connecting to plug-in connector block, 
6 cables (each 6 m) each with an LED-insert

Distribution Module:  140 x 70 x 25 mm (L x W x H)
LED-adapter:  1 W LED incl. heat sink, 
 30 mm x Ø 34 mm
Light colours:  daylight white (ca. 6,700K), 
 neutral white (ca. 3,400K)
Weight:  1,340 g

Product Article number
A.9943 NR ...

Light colour

LED DISTRIBUTION 
MODULE 1 W

000 033
000 034

daylight white (ca. 6,700K)
neutral white  (ca. 3,400K) 

Product Article number
A.9943 NR ...

Version

ELECTRONIC 
POWER SUPPLY UNIT

000 025

ELECTRONIC POWER SUPPLY UNIT with external plug-in connector block

Power supply unit with 1 m flying lead for mains connection and secondary socket for 
connecting a distribution module.

Dimensions:  133.1 x 57.9 x 29.2 mm (L x W x H)
Weight:  350 g
Primary voltage:  100 – 240 V, 50/60 HZ
Secondary voltage:  6 V DC
Wattage:  max. 42 W 
Operating temperature:  0 – 40°C

6-way plug-in connector block for connection of 3 distribution modules.

Dimensions:  44 x 40.5 x 14.7 mm (L x W x H)
Length of mains cable 
to power supply unit:  1,000 mm

ACCESSORIES 
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LEDLED

CRYSTAL StarLED DELUXE, ACCESSORIES

EXTENSION CABLE

incl. plug and socket for placement between plug-in connector block and distributor module

Length:  3 m 
Note:  max. extension 15 m (5 extension cables 3 m each)
Weight: 93 g

Product Article number
A.9943 NR ...

Version

EXTENSION CABLE 000 037 Length: 3 m 

REPAIR-KIT 1 W

for quick and easy replacement of defective LED-inserts by authorised, trained staff.
The kit contains 1 LED insert each with 270 mm cable and spring sleeve.

Weight: 58 g

Product Article number
A.9943 NR ...

Light colour

REPAIR-KIT 1 W 000 035
000 036

daylight white (ca. 6,700K)
neutral white  (ca. 3,400K)





CRYSTAL STARRY SKY

A shimmering sea of light illuminating distant horizons.
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Lichtprojektor

CRYSTAL STARRY SKY, OPTICAL-FIBRE LIGHTING SYSTEMS

LIGHT ATMOSPHERE CREATED WITH CRYSTAL  
Crystal Starry Skies combine the benefits of optical-fibre lighting with sparkling, precision-cut crystal, generating a bright 
atmosphere with radiant accents. Crystal Starry Skies are particularly ideal where a high level of versatility and very easy 
maintenance are desired – in large-area applications and in high-ceilinged rooms. 

Crystal Starry Skies are available in four decorative varieties. It is also possible to create a highly versatile lighting system 
from the individual units, ensuring the best possible individual lighting solution for any particular room. 

THE BENEFITS
Distinctive features of Crystal Starry Skies:

FLEXIBLE LIGHTING
With only one light projector, an optical-fibre light cable can be provided with up to 465 optical-fibre cables. The wide range 
of optical-fibre cables enables flexible lighting with:

- variable diameters and different lengths 
- the option of fine mixing to balance out differences in intensity
- a wide range of crystal light fittings 

LOW-MAINTENANCE SYSTEM
Fibre optic lighting systems are supplied by a central light projector placed in an easy-to-access central position. Should the 
lighting system fail, only one lamp has to be changed per system.
Maintenance is limited to occasional cleaning of the light fittings and changing the lamps in the light projector as needed.

DYNAMIC COLOUR EFFECTS
The use of a light projector with colour or effect wheel or the use of light fittings with multicolour effect allows static or 
changing decorative effects to be created.

SAFE OPERATION
Optical-fibre cables and crystal light fittings are non-conductive and are particularly suitable for use in damp interiors. UV 
radiation and heat are filtered by the optical-fibre conductor, giving cold, UV-free lighting.
Optical-fibre cables have a halogen-free, self-extinguishing sheath and therefore meet current fire prevention standards.

TECHNICAL INSTALLATION REQUIREMENTS 
Use:  in all dry interior areas
Ceiling thickness: between 5 and 25 mm 
Ceiling cavity: at least 50 mm (without light projector) 
Recommended ceiling colour: light colours (white, pastel shades etc.) for optimal effect
Installation: in wood / plasterboard ceiling (provide inspection opening)
Ambient temperature: between -20° and +80°C

Light projector
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CRYSTAL 
12 mm

CRYSTAL 
12 mm

CRYSTAL 
16.5 mm

CRYSTAL 
16.5 mm

SPHERICAL LENS 
Ø 7.4 mm

ORION

GALAXY
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INCL.

INCL.

CRYSTAL STARRY SKY, OPTICAL-FIBRE LIGHTING SYSTEMS

GALAXY 70 stars

Optical-fibre lighting system consisting of:
 30 fittings with spherical lens Ø 7.4 mm
 20 fittings with crystal 12 mm
 20 fittings with crystal 16.5 mm
 70 universal mounting sleeves, transparent plastic
 1 light projector High-Lux 100 W (halogen)
 1 glass fibre harness, Size 1.5 (Ø 1.4 mm), 70 tails each 3 m
  (glass fibre harness contains 3 spare tails) 
  or
 1 glass fibre harness, Size 1.5 (Ø 1.4 mm), 
  70 tails (30 each 4 m, 40 each 6 m)
  (glass fibre harness contains 2 spare tails)

Weight:   8,350 g for 3 m
  9,850 g for 4 and 6 m
Recommended total area: 2 – 10 m2

Product Article number
A.9930 NR ...

Light projector Version

GALAXY 70 stars
Fibre length: 70 tails each 
3 m        

001 007
001 001
001 017
001 018

100 W (halogen)
100 W (halogen)
100 W (halogen)
100 W (halogen)

gold-plated
nickel-plated
chrome matt
white

GALAXY 70 stars
Fibre length: 30 tails each 
4 m and 40 tails each 6 m

001 015
001 016
001 019
001 020

100 W (halogen)
100 W (halogen)
100 W (halogen)
100 W (halogen)

gold-plated
nickel-plated
chrome matt
white

ORION 35 stars

Optical-fibre lighting system consisting of:
 20 fittings with crystal  12 mm
 15 fittings with crystal  16.5 mm
 35 universal mounting sleeves, transparent plastic
 1 light projector High-Lux 100 W (halogen) 
 1 glass fibre harness, Size 1.5 (Ø 1.4 mm), 35 tails 
  (20 each 2 m, 15 each 3.5 m)
  (glass fibre harness contains 2 spare tails)

Weight:   6,700 g
Recommended total area: 2 – 8 m2

Product Article number
A.9930 NR ...

Light projector Version

ORION 35 stars 000 901
000 902
000 903
000 904

100 W (halogen)
100 W (halogen)
100 W (halogen)
100 W (halogen)

gold-plated
nickel-plated
chrome matt
white
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INCL.

INCL.

INCL.

INCL.

UNIVERSE 100 stars

Optical-fibre lighting system consisting of:
 40 fittings with spherical lens Ø 7.4 mm
 30 fittings with crystal 12 mm
 30 fittings with crystal 16.5 mm
 100 universal mounting sleeves, transparent plastic
 1 light projector High-Lux 100 W (halogen)  
  or
 1 light projector High-Lux 150 W (HID) 
 1 glass fibre harness, Size 1.5 (Ø 1.4 mm), 
  100 tails (40 each 3 m, 60 each 5 m)
  (glass fibre harness contains 2 spare tails)

Weight:   halogen 10,750 g  
   HID 14,450 g 
Recommended total area: 5 – 20 m2

Product Article number
A.9930 NR ...

Light projector Version

UNIVERSE 100 stars 001 002
001 008
001 021
001 022

100 W (halogen)
100 W (halogen)
100 W (halogen)
100 W (halogen)

gold-plated
nickel-plated
chrome matt
white

UNIVERSE 100 stars 001 009
001 010
001 023
001 024

150 W (HID)
150 W (HID)
150 W (HID)
150 W (HID)

gold-plated
nickel-plated
chrome matt
white

Product Article number
A.9930 NR ...

Light projector Version

STARDUST 150 stars 001 101
001 102
001 109
001 110

100 W (halogen)
100 W (halogen)
100 W (halogen)
100 W (halogen)

gold-plated
nickel-plated
chrome matt
white

STARDUST 150 stars  001 103
001 104
001 111
001 112

150 W (HID)
150 W (HID)
150 W (HID)
150 W (HID)

gold-plated
nickel-plated
chrome matt
white

STARDUST 150 stars

Optical-fibre lighting system consisting of:
 50 fittings with spherical lens Ø 7.4 mm
 50 fittings with crystal 12 mm
 50 fittings with crystal 16.5 mm
 150 universal mounting sleeves, transparent plastic
 1 light projector High-Lux 100 W (halogen) 
  or
 1 light projector High-Lux 150 W (HID) 
 1 glass fibre harness, Size 1.5 (Ø 1.4 mm) 
  150 tails (60 each 5 m, 60 each 8 m, 30 each 10 m)
  (glass fibre harness contains 2 spare tails)

Weight:   halogen 17,900 g
  HID 21,600 g 
Recommended total area: 25 – 60 m2

CRYSTAL STARRY SKY, OPTICAL-FIBRE LIGHTING SYSTEMS
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SPHERICAL LENS  
Ø 7.4 mm

SPHERICAL LENS 
Ø 7.4 mm

CRYSTAL 
12 mm

CRYSTAL
12 mm

CRYSTAL 
16.5 mm

CRYSTAL 
16.5 mm

UNIVERSE

STARDUST
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MODULES FOR INDIVIDUAL LIGHTING DESIGN
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CRYSTAL 
12 mm

SPHERICAL LENS 
Ø 7.4 mm

CRYSTAL 
16.5 mm
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SPHERICAL LENS Ø 7.4 mm

Recommended glass fibre harness: Size 1.5 (Ø 1.4 mm)
Effect:  Decorative and functional light point (dispersion angle: 2 x 12°)
Weight:  10.2 g
Use:  Starry Sky, room, accent, sauna and shower lighting, etc.

Product Article number
A.9942 NR ...

Version

SPHERICAL LENS 
Ø 7.4 mm

010 300
010 302
010 305
010 307

gold-plated
nickel-plated
chrome matt
white

CRYSTAL 12 mm

Recommended glass fibre harness: Size 1.5 (Ø 1.4 mm)
Effect:  Star pattern on the ceiling
Weight:  10.5 g
Use:  Starry Sky

Product Article number
A.9942 NR ...

Version

CRYSTAL 12 mm 010 400
010 402
010 400MC*
010 402MC*
010 405
010 407
010 405MC*
010 407MC*

gold-plated
nickel-plated
gold-plated
nickel-plated
chrome matt
white 
chrome matt
white

CRYSTAL 16.5 mm

Recommended glass fibre harness: Size 1.5 (Ø 1.4 mm)
Effect:  Star pattern on the ceiling
Weight:  11.0 g
Use:  Starry Sky

Product Article number
A.9942 NR ...

Version

CRYSTAL 16.5 mm 010 900
010 902
010 900MC*
010 902MC*
010 905
010 907
010 905MC*
010 907MC*

gold-plated
nickel-plated
gold-plated
nickel-plated
chrome matt
white 
chrome matt
white

* MC: Multicolour-effect; star pattern multicoloured
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CRYSTAL 36 mm

Recommended glass fibre harness: Size 1.5 (Ø 1.4 mm)
Effect:  Star pattern on the ceiling
Weight:  19.1 g
Use:  Starry Sky

Product Article number
A.9942 NR ...

Version

CRYSTAL  36 mm 010 600
010 602

gold-plated
nickel-plated

OPTICAL-FIBRE LIGHTING SYSTEMS, MODULES FOR INDIVIDUAL LIGHTING DESIGN

CRYSTAL 25 mm

Recommended glass fibre harness: Size 1.5 (Ø 1.4 mm)
Effect:  Star pattern on the ceiling
Weight:  14.0 g
Use:  Starry Sky

Product Article number
A.9942 NR ...

Version

CRYSTAL 25 mm 010 500
010 502

gold-plated
nickel-plated

CRYSTAL Ø 20 mm

Recommended glass fibre harness: Size 1.5, 3, 8, 14 (Ø 1.4, 2, 3 and 4 mm)
Effect:  Decorative and functional light point (dispersion angle: 2 x 20°)
Weight:  14.3 g
Use:  Starry Sky, room, accent, sauna and shower lighting, etc.

Product Article number
A.9942 NR ...

Version

CRYSTAL Ø 20 mm 010 850
010 852

gold-plated
nickel-plated

LIGHT POINT 

For glass fibres Size 1.5, 3 (Ø 1.4, 2 mm)
Effect:  Light point
Outlet: 2.5 mm
Weight:  7.4 g
Use:  Starry Sky

Product Article number
A.9942 NR ...

Version

LIGHT POINT  2.5 mm 010 200
010 202
010 204
010 206

gold-plated
nickel-plated
chrome matt
white

For glass fibres Size 8, 14 (Ø 3, 4 mm)
Effect:  Light point
Outlet:  4.2 mm
Weight:  7.4 g
Use:  Room, accent illumination

Product Article number
A.9942 NR ...

Version

LIGHT POINT  4.2 mm 010 250
010 252
010 254
010 256

gold-plated
nickel-plated
chrome matt
white
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CRYSTAL 
25 mm
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LIGHT POINT 
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DOUBLE CUBE straight

Recommended glass fibre harness: Size 1.5 (Ø 1.4 mm)
Effect:  Linear, geometric reflection
Weight:  13.8 g
Use:  Decorative light fitting for Graffiti

Product Article number
A.9942 NR ...

Version

DOUBLE CUBE straight 015 303
015 305
015 307

nickel-plated
chrome matt
white

DOUBLE CUBE diagonal

Recommended glass fibre harness: Size 1.5 (Ø 1.4 mm)
Effect:  Contemporary picturesque reflection
Weight:  12.8 g
Use:  Decorative light fitting for Graffiti

Product Article number
A.9942 NR ...

Version

DOUBLE CUBE diagonal 015 403
015 405
015 407
015 403MC*
015 405MC*
015 407MC*

nickel-plated
chrome matt
white
nickel-plated
chrome matt
white

* MC: Multicolour-effect; Pattern multicoloured

DOUBLE CUBE straight DOUBLE CUBE diagonal
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ASHLAR

Recommended glass fibre harness: Size 1.5 (Ø 1.4 mm)
Effect:  Geometric contemporary reflection
Weight:  12.6 g
Use:  Decorative light fitting for Graffiti

Product Article number
A.9942 NR ...

Version

ASHLAR 015 503
015 505
015 507

nickel-plated
chrome matt
white

MINI WALL WASHER

Recommended glass fibre harness: Size 1.5 (Ø 1.4 mm)
Effect:  Geometric contemporary reflection
Weight:  9.1 g
Use:  Accent illumination and decorative light fitting for Graffiti

Product Article number
A.9942 NR ...

Version

MINI WALL WASHER 015 603
015 605
015 607

nickel-plated
chrome matt
white

ASHLAR MINI WALL WASHER
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CRYSTAL 
ø 31 mm

CRYSTAL SPOT  
ø 31 mm
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42.5

OPTICAL-FIBRE LIGHTING SYSTEMS, MODULES FOR INDIVIDUAL LIGHTING DESIGN

CRYSTAL Ø 31 mm

Glass fibre harness:  Size 8 or 14 (Ø 3 or 4 mm)
Effect:  Decorative and functional light point
Dispersion angle:   Size 8: 2 x 12°

Size 14: 2 x 15°
Weight:  52.1 g
Use:  Room, accent lighting, etc.

Product Article number
A.9942 NR ...

Version

CRYSTAL
Ø 31 mm

010 810 nickel-plated

CRYSTAL SPOT Ø 31 mm

Glass fibre harness:  Size 8 or 14 (Ø 3 oder 4 mm)
Effect:  Decorative and functional light point
Dispersion angle:  Size 8: 2 x 12°

Size 14: 2 x 15°
Swivelling range:  2 x 35° ball-and-socket joint
Ceiling opening:  45 mm
Note:  Spring retainer suitable for all ceilings, except for mineral fibre 
 ceilings and ceilings under 4 mm thickness.
Weight:  167.5 g
Use:  Room, accent lighting, etc.

Product Article number
A.9942 NR ...

Version

CRYSTAL SPOT  
Ø 31 mm

010 820 nickel-plated
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PRISM 32°

Glass fibre harness:  Size 8 or 14 (Ø 3 or 4 mm)
Effect:  Decorative and functional deviating prism
Dispersion angle:  2 x 13°
Weight:  28.2 g
Use:  Wall and picture lighting, etc.

Product Article number
A.9942 NR ...

Version

PRISM 32° 011 400 nickel-plated

PRISM SPOT 32°

Glass fibre harness: Size 8 or 14 (Ø 3 or 4 mm)
Effect:  Decorative and functional deviating prism
Dispersion angle:  2 x 13°
Swivelling range:  2 x 35° ball-and-socket joint
Ceiling opening: 45 mm
Weight:  143.6 g
Use:  Wall and picture lighting etc.
Note:  Spring retainer suitable for all ceilings, except for mineral fibre ceilings  
 and ceilings under 4 mm thickness.
.

Product Article number
A.9942 NR ...

Version

PRISM SPOT 32° 011 410 nickel-plated

PRISM 45°

Glass fibre harness:  Size 8 or 14 (Ø 3 or 4 mm)
Effect:  Decorative and functional deviating prism
Dispersion angle:  2 x 13°
Weight:  32.6 g
Use:  Wall and picture lighting. 

Product Article number
A.9942 NR ...

Version

PRISM 45° 011 300 nickel-plated

OPTICAL-FIBRE LIGHTING SYSTEMS, PRISMS AND PRISM SPOTS



55

PRISM SPOT 45°

Glass fibre harness:  Size 8 or 14 (Ø 3 or 4 mm)
Effect:  Decorative and functional deviating prism
Dispersion angle:  2 x 13°
Swivelling range:  2 x 35° ball-and-socket joint
Ceiling opening:  45 mm
Weight:  148.0 g
Use:  Wall and picture lighting, etc.
Note:  Spring retainer suitable for all ceilings, except for mineral fibre ceilings 
 and ceilings under 4 mm thickness.

Product Article number
A.9942 NR ...

Version

PRISM SPOT 45° 011 310 nickel-plated

PRISM 0°

Glass fibre harness:  Size 8 or 14 (Ø 3 or 4 mm)
Effect:  Decorative and functional light point
Dispersion angle:  2 x 13°
Weight:  38.4 g
Use:  Room, accent and zonal lighting, lighting of tables, desks, etc.

Product Article number
A.9942 NR ...

Version

PRISM 0° 011 200 nickel-plated

PRISM SPOT 0°

Glass fibre harness:  Size 8 or 14 (Ø 3 or 4 mm)
Effect:  Decorative and functional light point
Dispersion angle:  2 x 13° 
Swivelling range:  2 x 35° ball-and-socket joint
Ceiling opening:  45 mm
Weight:  153.8 g
Use:  General, accent and zonal lighting, task lighting of tables, desks, etc.
Note:  Spring retainer suitable for all ceilings, except for mineral board 
 ceilings and ceilings with less than 4 mm thickness.

Product Article number
A.9942 NR ...

Version

PRISM SPOT 0° 011 210 nickel-plated

OPTICAL-FIBRE LIGHTING SYSTEMS, PRISMS AND PRISM SPOTS
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AUXILIARY LENS SYSTEM

Glass fibre harness:  exclusively for Size 8 or 14 (Ø 3 or 4 mm)
Beam angle:  From 2 x 4° to 2 x 10° adjustable (depending on fibre size)
Swivelling range:  2 x 35° ball-and-socket joint
Note:  Holder in aluminium rail or mounting ring.
Weight:  24.0 g
Use:  Showcase lighting, according to principle of mirror reflection.
Hinweis:  Adjustment key (A.9942 NR 051 003) 
 for directing the lenses is available.

Product Article number
A.9942 NR ...

Version

AUXILIARY 
LENS SYSTEM

030 210
030 211
030 212

black
white
nickel-plated

FOCUSING LENS SYSTEM

Glass fibre harness:  Size 8, 14, 24, 36 (Ø 3, 4, 5.8 and 7.3 mm)
Dispersion angle:  Manually, infinitely adjustable from 2 x 10° to 2 x 29°
 (dependent on fibre size)
Swivelling range:  2 x 35° ball-and-socket joint
Note:  Holder in aluminium rail or mounting ring.
Weight:  28.4 g
Use:  Showcase and picture lighting, etc.
Note:  Adjustment key (A.9942 NR 051 003) 
 for directing the lenses is available.

Product Article number
A.9942 NR ...

Version

FOCUSING 
LENS SYSTEM

030 010
030 011
030 012

black
white
nickel-plated

SPHERICAL LENS SYSTEM

Glass fibre harness:  Size 3, 8, 14, 24, 36 (Ø 2, 3, 4, 5.8 and 7.3 mm)
Dispersion angle:  From 2 x 6° to 2 x 24° adjustable 
 (dependent on fibre size)
Swivelling range:  2 x 35° ball-and-socket joint
Note:  Holder in aluminium rail or mounting ring.
Weight:  26.0 g
Use:  Showcase and picture lighting, etc.
Note:  Adjustment key (A.9942 NR 051 003) 
 for aiming the lenses is available.

Product Article number
A.9942 NR ...

Version

SPHERICAL 
LENS SYSTEM

030 110
030 111
030 112

black
white
nickel-plated
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FOCUSING OPTIC SPOT

Glass fibre harness:  Size 8, 14, 24, 36 (Ø 3, 4, 5.8 und 7.3 mm)
Dispersion angle:  Manually, infinitely adjustable from 2 x 10° to 2 x 29°
 (depending on fibre size)
Swivelling range:  2 x 35° ball-and-socket joint
Ceiling opening:  45 mm
Note:  Spring retainer suitable for all ceilings, except for mineral fibre 
 ceilings and ceilings with less than 4 mm thickness.
Weight:  69.6 g
Use:  General, accent, zonal, picture and showcase lighting, etc.
Notes:  Adjustment key (A.9942 NR 051 003) 
 for directing the lenses is available.

Product Article number
A.9942 NR ...

Version

FOCUSING OPTIC SPOT 020 810
020 811
020 813

white
black
nickel-plated

SPHERICAL OPTIC SPOT

Glass fibre harness:  Size 3, 8, 14, 24, 36 (Ø 2, 3, 4, 5.8 and 7.3 mm)
Dispersion angle:  2 x 6° - 2 x 24° adjustable 
 (depending on fibre size)
Swivelling range:  2 x 35° ball-and-socket joint
Ceiling opening:  45 mm
Note:  Spring retainer suitable for all ceilings, except for mineral fibre
 ceilings and ceilings less than 4 mm thick.
Weight:  65.5 g
Use:  General, accent, zonal, picture and showcase lighting, etc.

Product Article number
A.9942 NR ...

Version

SPHERICAL OPTIC SPOT 020 800
020 801
020 803

white
black
nickel-plated

MINI-LENS (incl. mounting ring) 

Glass fibre harness:  Size 3, 8, 14 (Ø 2, 3, 4 mm)
Dispersion angle:  2 x 16° - 2 x 26° (dependent on fibre size)
Swivelling range:  2 x 35°
Ceiling opening:  24 mm
Note:  Retainer in mounting ring only for wooden- or plaster board ceilings.
 Adjustment key (A.9967 NR 230 837) for aiming the lenses is 
 available. Short end ferrules for Size 8 and 14 on request. 
 (crimb ferrules) 
Weight:  12 g
Use:  General, accent, zonal, picture and showcase lighting, etc.

Product Article number
A.9942 NR ...

Version

MINI-LENS 020 700
020 701
020 703

white, mounting ring white
black, mounting ring black
chrom, mounting ring translucent
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UNIVERSAL MOUNTING SLEEVE transparent plastic

Suitable for all light fittings and for all kinds of ceilings.
Temperature resistant up to 60° C.

Ceiling opening:  12.5 mm
Use:  Optimal for Starry Sky, showers, swimming pools.
Weight:  1.5 g

Product Article number
A.9942 NR ...

Version

UNIVERSAL MOUNTING 
SLEEVE

019 034 transparent plastic

UNIVERSAL MOUNTING SLEEVE 85 mm

Suitable for all light fittings. Temperature resistant up to 110° C.

Ceiling opening:  13 mm
Use:  Perfect for use in saunas, steam baths and for ceilings more than  
 25 mm thick
Weight:  4.2 g

Product Article number
A.9942 NR ...

Version

UNIVERSAL MOUNTING 
SLEEVE 85 mm

019 039 white plastic

UNIVERSAL MOUNTING SLEEVE 140 mm

Suitable for all light fittings. Temperature resistant up to 110° C.

Ceiling opening:  13 mm
Use:  Perfect for use in saunas, steam baths and for ceilings 
 more than 25 mm thick.
Weight:  7.6 g

Product Article number
A.9942 NR ...

Version

UNIVERSAL MOUNTING 
SLEEVE 140 mm

019 036 white plastic

MOUNTING SLEEVES



59OPTICAL-FIBRE LIGHTING SYSTEMS, INSTALLATION ACCESSORIES

MOUNTING SLEEVE gold-coloured plastic

Suitable for all light fittings (except A.9942 NR 010 810).

Ceiling opening:  12.5 mm
Only for:  Plasterboard ceilings of min. thickness 12.5 mm.
Use:  Optimal for Starry Skies, showers, swimming pools.
Weight:  0.9 g 

Product Article number
A.9942 NR ...

Version

MOUNTING SLEEVE 019 031 gold-coloured plastic

MOUNTING SLEEVE gold-plated metal

Suitable for all light fittings and for all kinds of ceilings. 

Ceiling opening:  12 mm
Use:  Optimal for saunas, lift cabins, prisms
 and for glass fibre harnesses, Size 8 and larger.
Weight:  6.0 g

Product Article number
A.9942 NR ...

Version

MOUNTING SLEEVE 019 030 gold-plated metal

SPHERICAL JOINT nickel-plated

Spring retainer for functional and decorative light fittings.

Ceiling opening:  45 mm
Tiltable range:  2 x 35°
Weight:  115.4 g
Note:  Illustration with spherical lens A.9942 NR 010 302.

Product Article number
A.9942 NR ...

Version

SPHERICAL JOINT 019 041 nickel-plated
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ALUMINIUM RAIL

Holder for focusing-, spherical- and auxiliary lens systems. Max. 30 lenses per running meter. 
Any open holes closed with black plastic inserts. Rail cut to length as required.

Product Article number
A.9942 NR ...

Version

ALUMINIUM RAIL 030 300 black

MOUNTING RING

Holder for focusing-, spherical- and auxiliary lens systems.

Diameter:  29 mm
Note:   Suitable only for material with a thickness of 1.5 mm or 2.0 mm.

Product Article number
A.9942 NR ...

Version

MOUNTING RING 030 350
030 352
030 354
030 351
030 353
030 355

Material thickness 1.5 mm, black
Material thickness 1.5 mm, transparent
Material thickness 1.5 mm, white
Material thickness 2.0 mm, black
Material thickness 2.0 mm, transparent
Material thickness 2.0 mm, white

MOUNTING ACCESSORIES
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Fibre type
(Size)

Optical-Ø (mm)
(single tail)

Outside-Ø (mm)
(single tail)

End sleeve-Ø (mm)
(single tail) *

Smallest permissible
bending radius (mm) **

Size 3⁄4 1.0 2.20 ± 0.10 3 5

Size 11⁄2 1.4 2.70 ± 0.10 3.5 8

Size 3 2.0 3.85 ± 0.15 5 15

Size 8 3.0 4.85 ± 0.15 5 20

Size 14 4.0 6.35 ± 0.15 5 25

Size 24 5.8 8.70 ± 0.30 8 50

Size 36 7.3 10.10 ± 0.30 8 60

Glass fibre light guides consist of a common end and a number of individual tails with optical diameters from 1 to 7.3 mm. 
Depending on this diameter, up to 465 tails can be packed into a single fibre harness. In addition, glass fibre harnesses from 
Size 3/4 to Size 3 come with two spare tails.

CHARACTERISTICS:
- High transmission
- Outstanding colour characteristics
- Compliance with European fire prevention standards
- Electrical safety
- No maintenance required
- Unlimited life (no degeneration or aging)
- Transmission length up to 10 m
- Operating temperature –20 to +80°C
- Fine randomisation possible

*  All decorative and functional light fittings are adjusted to these end ferrule diameters. Drawings of all available end 
ferrules - see mounting instructions.

** With fibre lengths over 500 mm.

RESIDUAL LIGHT VALUES (depending on tail length) 

Tail length in meters

Light projector

TECHNICAL DATA OF GLASS FIBRE TAILS

Fibre type
(Size)

Size 3/4

Ø 1 mm
Size 1 1/2

Ø 1.4 mm
Size 3 
Ø 2 mm

Size 8
Ø 3 mm

Size 14
Ø 4 mm

Size 24
Ø 5.8 mm

Size 36
Ø 7.3 mm

max. number of tails 465 265 130 59 34 16 10

min. number of tails 58 32 15 7 4 2 2

fine randomisation
recommendable — — — yes yes yes yes

GLASS FIBERS - NUMBER OF FIBRE TAILS

LIGHT GUIDES
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The glass fibre light guides listed here are available ex stock and can be delivered on short notice.
Individual light guides, also with different tail lengths and / or different fibre diameters are available upon request.

LIGHT GUIDES, endlight glass fibres, stock fibres 

Art. No
A.9942 NR ...

Size Fibre Ø 
(mm)

Tails total Tails single Tail length 
(mm)

Weight 
(g)

110 122 3/4 Ø 1.0 80 5,000 3,020

115 010 11/2 Ø 1.4 35 20
15

2,000
3,500

1,380

115 100 11/2 Ø 1.4 60 2,000 1,580

115 110 11/2 Ø 1.4 60 4,000 2,880

115 120 11/2 Ø 1.4 70 3,000 2,600

115 119 11/2 Ø 1.4 70 30
40

4,000
6,000

3,980

115 121 11/2 Ø 1.4 80 3,000 2,740

115 122 11/2 Ø 1.4 80 5,000 4,400

115 130 11/2 Ø 1.4 100 3,000 3,350

115 150 11/2 Ø 1.4 100 40
60

3,000
5,000

4,600

115 151 11/2 Ø 1.4 100 8,000 8,550

115 140 11/2 Ø 1.4 150 5,000 8,000

115 141 11/2 Ø 1.4 150 60
60
30

5,000
8,000
10,000

11,150

120 110 3 Ø 2.0 80 3,000 5,600

130 100 8 Ø 3.0 40 2,000 3,260

140 091 14 Ø 4.0
fine randomised fibres

12 1,500 1,520

140 092 14 Ø 4.0
fine randomised fibres

12 6
6

3,500
6,000

3,720

140 100 14 Ø 4.0 20 1,200 1,920

140 104 14 Ø 4.0
fine randomised fibres

20 8
12

2,500
4,000

4,450

140 112 14 Ø 4.0
fine randomised fibres

24 2,000 3,450

140 130 14 Ø 4.0
fine randomised fibres

32 15
17

2,500
4,000

6,850

140 120 14 Ø 4.0
fine randomised fibres

33 20
13

2,000
3,000

5,850

140 121
with B4 end ferrules -
only for mini-lenses 

14 Ø 4.0
fine randomised fibres

33 20
13

2,000
3,000

5,100

140 140
with B4 end ferrules -
only for mini-lenses

14 Ø 4.0
fine randomised fibres

32 15
17

3,000
5,000

8,200

OPTICAL-FIBRE LIGHTING SYSTEMS, LIGHT GUIDES
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OPTICAL-FIBRE LIGHTING SYSTEMS, LIGHT PROJECTORS 

HIGH-LUX 100 W HALOGEN

Light projectors for optical-fibre lighting with integrated electronic transformer,
quiet fan and Swarovski cold light glass reflector for optimal light efficiency;
easy servicing through LampQuickChange; no use of UV/IR filters necessary.
Simple and quick add-on possible with colour module, effect module.
Mains cable for specific countries is available (see Accessories page 64)

Dimensions:  276 x 257 x 130 mm (LxWxH)
Supply voltage:  230 – 240 V, 50 – 60 Hz
Weight:  4,870 g
Note:  Light projector prepared to be 
 connected to the electrical circuit 
 using primary power cable.

Product Article number
A.9943 NR ...

Version

HIGH-LUX
100 W halogen

500 100 with integrated electronic 
transformer

HIGH-LUX 70 W HID

Light projector for optical-fibre lighting with integrated electronic lamp ballast,
quiet fan and Swarovski cold light glass reflector for optimal light efficiency;
integrated diagnostic system for fault detection;
easy servicing through LampQuickChange; no use of UV/IR filters necessary.
Simple and quick add-on possible with colour module, effect module.
Connecting cable for specific countries is available (see Accessories page 64)

Dimensions:  276 x 257 x 130 mm (LxWxH)
Supply voltage:  220 – 240 V, 50 – 60 Hz
Weight:  5,140 g
Note:  Light projector prepared to be 
 connected to the electrical circuit 
 using primary power cable.

Product Article number
A.9943 NR ...

Version

HIGH-LUX
70 W HID

500 070 with integrated electronic 
lamp ballast

HIGH-LUX 150 W HID

Light projector for optical-fibre lighting with integral electronic lamp ballast,
quiet fan and Swarovski cold light glass reflector for optimal light efficiency;
integrated diagnostic system for fault detection; easy servicing through LampQuickChange; 
no use of UV/IR filters necessary.
Simple and quick add-on possible with colour module, effect module.
Connecting cable for specific countries is available (see Accessories page 64)

Dimensions:  316 x 315 x 165 mm (LxWxH)
Weight:  8,580 g
Supply voltage:  220 – 240 V, 50 – 60 Hz
Note:  Light projector prepared to be 
 connected to the electrical circuit 
 using primary power cable. 

Product Article number
A.9943 NR ...

Version

HIGH-LUX
150 W HID

500 150 with integrated electronic 
lamp ballast

LIGHT PROJECTORS
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COLOUR MODULE FOR HIGH-LUX LIGHT PROJECTORS

Eight colours (yellow, red, green, blue, magenta, cyan, pink and white);
continuous colour change; variable rotation speed (controller for speed 
adjustment available on light projector); connecting socket for an external 
switch for stop/start operation.

Weight:  850 g

Product Article number
A.9943 NR ...

Version

COLOUR MODULE 500 001 8 colours,
continuous colour change

EFFECT MODULE FOR HIGH-LUX LIGHT PROJECTORS

The rotating effect wheel causes an irregular supply of light in the light guide which
leads to alternating illumination and darkening of individual light points (flicker effect). 
Continuous rotation with variable adjustable rotation speed (speed controller on 
light projector); connecting socket for an external switch for stop/start operation.

Weight:  850 g

Product Article number
A.9943 NR ...

Version

EFFECT MODULE 500 004 flicker effect

Product Article number 
A.9942 NR ...

Version

Lamp for
High-Lux 100 W Halogen
High-Lux 150 W HID

059 112
059 113
059 114

100 W / 12 V, GY6.35
BLV HID 150 W, 4,200K, G12
BLV HID 150 W, 3,000K, G12

ACCESSORIES Light projectors

Product Article number 
A.9943 NR ...

Version

Lamp for
High-Lux 70 W HID
High-Lux 150 W HID

500 003
000 015

CDM TC 70 W, 3,000K, G8.5
CDM SA/T 150 W, 4,200K, G12

Colour module for High-Lux 
Light Projectors

500 001 Colour module

Effect module for High-Lux 
Light Projectors

500 004 Effect module

Connection cable for 
High-Lux Light Projectors, EU
High-Lux Light Projectors, UK
High-Lux Light Projectors, CH

000 503
000 507
000 506

Length: 2 m
Length: 2 m
Length: 2 m
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EXPLANATION OF THE PICTOGRAMS

The luminaires/lighting systems in this catalogue are designed and manufactured in compliance with the specifications of EN 60598/VDE 0711. The largest part 
of the luminaires/lighting systems bears a corresponding test mark on the rating plate and on packaging and instructions for use. The other luminaires/lighting 
systems have been submitted for testing. The testing and approval procedure has not however yet been completed. Information on the current progress of 
approval marking can be obtained from us at any time.

The CE certification mark (“Certified Europe” or 
“Communauté Européene”) is proof of conformity with the 
“fundamental specifications” of relevant European standards.

Gost R: Certification of goods for export to the Russian
Confederation relate to compliance with stipulations passed
which guarantee safety to life, health and property of the
consumer as well as environmental protection in Russia.

Low voltage halogen reflector lamp with
cold-light mirror coating

High voltage halogen reflector lamp with
cold-light mirror coating

Low-pressure lamp – suitable for use on lights without a
protective cover.

Low voltage halogen lamp 

Metal halide lamp

Minimum distance to the lit object: 0.5 m

Installation only in dry rooms

Minimum / maximum ambient temperature

LED lamp
LEDLED

For electronic items including products covered by the 
German devices and product safety law (GPSG).
The VDE mark denotes conformity with the VDE 
specifications or European or internationally harmonised 
standards and confirms compliance with the safety 
requirements of the appropriate directives. The VDE mark 
denotes the safety of the product in respect of electrical, 
mechanical, thermal, toxic, radiological and other risks. 

CONSUMER NOTICE: This Swarovski product is subject 
Directive 2002/96/EC of the European Parliament and 
the Council of the European Union on waste electrical 
and electronic equipment (WEEE) and is put on the 
market after August 13, 2005, and should not be disposed of 
as unsorted municipal waste. Please utilize your local WEEE 
collection facilities in the disposition of this product and 
otherwise observe all applicable legal requirements.

Connection voltage

Protection class III light fitting:
operation with safety extra-low voltage (SELV), creating a 
safety isolating transformer according to EN 61558-2-6.

Light fittings with this mark can be mounted directly to 
normal flame resistant building materials without additional 
provisions.

Light fittings with this mark can be mounted in or on 
normally-flammable surfaces with the use of heat insulation 
material.

Light fittings with this mark are only suitable for direct contact 
with non-combustible surfaces.

max. power

Lamps, Class II protection:
Due to appropriate insulation, the lamp has no tangible metal 
elements, which could lead to accidental electric shock.
Not fitted with protective conductor.

Protection class I light fitting: 
connection of PE conductor required

The CCC text mark (CCC = China Compulsory Certification) 
is a compulsory test mark indicating the safety and quality of 
products sold on the Chinese market.

IP 20 - IP 68: possible protection classes according to IEC 
527. See table of IP protection classes 

ENEC (European Norms Electrical Certification)
European is a common certification mark for lamps and 
electrical components as provided for under the LUM 
agreement. It indicates norm conformity on products marked 
with European safety standards, in particular EN60598.

The PSE test symbol is a manadatory certification for Japan 
under the law of electrical appliances and material safety 
(DENAN).
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IP PROTECTION

IP PROTECTION CLASS AFTER THE FIRST NUMBER

Unless specified otherwise, all luminaires and lighting systems comply with Protection Class IP20 (protected against solid foreign bodies greater than 12 mm, 
no protection from water and moisture).

First number Short description Brief list of details concerning foreign matter that cannot penetrate the enclosure

0 Without protection No special protection

1 Protected against solid bodies greater
than 50 mm

Large body surface, for instance a hand (but without protection against 
intentional contact); solid bodies

2 Protected against solid bodies greater
than 12 mm 

Fingers or similar up to a length of 80 mm; solid bodies with a diameter 
greater than 12 mm

3 Protected against solid bodies greater
than 2.5 mm  

Tools, wires etc. with a diameter or thickness greater than 2.5 mm; 
solid bodies with a diameter greater than 2.5 mm

4 Protected against solid bodies greater
than 1 mm

Wires or strips thicker than 1 mm
solid bodies with a diameter greater than 1 mm

5 Dust-protected Ingress of dust is not totally prevented, but it is limited to a quantity that 
does not impair the proper function of the device 

6 Dust-protected No ingress of dust
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IP PROTECTION

IP PROTECTION CLASS AFTER THE SECOND NUMBER

Second number Short description Details about the protection provided by the enclosure

0 Without protection No special protection

1 Protection against dripping water No deterioration as a result of dripping water  
(vertically falling drops) 

2 Protection against dripping water
with less than 15° tilting angle  

No deterioration as a result of vertically falling drops 
if the enclosure is tilted from its prescribed position of normal use, 
subject to a maximum tilting angle of 15°.

3 Protected against spray-water  No deterioration as a result of spraying water subject to a maximum  
angle of 60° against the perpendicular 

4 Protected against splashing water No deterioration if water is sprayed with a nozzle from any direction 
against the enclosure 

5 Protected against water jets No deterioration if water is sprayed with a nozzle from any direction  
against the enclosure

6 Protected against heavy seas Enclosure will not suffer an ingress of a harmful amount of water from heavy 
sea or water from a high pressure jet .

7 Protection against the effects 
of immersion

An ingress of a harmful amount of water is prevented if the enclosure is 
immersed in water at given conditions with regard to pressure and duration

8 Protection against the effects  
of continuous submersion

Device is suitable for continuous submersion in water 
(conditions to be stated by the manufacturer).  
Note: Under normal circumstances, this means that the device is totally sealed. 
However, with regard to some devices, it may mean that water does enter, 
but does not cause any damage.
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The lighting effects of the products pictured here may vary in actuality.
We will be glad to inform you of the country-specific availability upon request. All dimensions in mm.

D. Swarovski & Co
A - 6112 WATTENS / AUSTRIA
Tel. +43 / 5224 / 500 0, Fax +43 / 5224 / 500 15 88
info.lighting@swarovski.com

EUROPE 

GERMANY
Swarovski (Deutschland) GmbH
Hüttenstraße 25 - 27
D - 87600 KAUFBEUREN/NEUGABLONZ
Tel. +49 / 8341 / 970 0, Fax +49 / 8341 / 970 147
lighting.europe@swarovski.com

GREECE 
Swarovski Hellas S.A.
8, Rodon Street
GR - 17456 ALIMOS - ATHENS
Tel. +30 / 210 / 993 30 20, Fax +30 / 210 / 993 06 61
lighting.europe@swarovski.com

ITALY
D‘Angelo Rappresentanze S.R.L.
Via Monte Novegno, 21 / 22
I - 36016 THIENE
Tel. +39 / 0445 / 366 995, Fax +39 / 0445 / 380 690
info@dangelorappresentanze.191.it

REMAINING EUROPE  

Swarovski Aktiengesellschaft
Dröschistrasse 15
FL - 9495 TRIESEN
Tel. +49 / 8341 / 970 0*, Fax +49 / 8341 / 970 147*

*Service number for 

AUSTRIA:
Tel. +43 / 512 / 334 881 80, Fax +43 / 512 / 334 881 81

FRANCE: 
Tel. +33 1 44 76 15 53, Fax +33 / 1 44 76 15 54

GREAT BRITAIN:
Tel: +44 / 845 / 607 0341, Fax +44 / 845 / 607 0342

lighting.europe@swarovski.com

NEAR AND MIDDLE EAST

INDIA
Swarovski India Private Limited, Sales Office 
A center, 4 LSC, Pockets 6 & 7, Sector C, Vasant Kunj
IN - NEW DELHI - 110 070
Tel. +91 / 11 / 2 613 60 00, Fax +91 / 11 / 2 613 60 65
customer_relations.in@swarovski.com

IRAN
Swarovski Middle East FZE, Representative Office Iran
Motahari Ave, Soleyman Khater St., No. 116, 10th Floor, 
No. 1001
IR - TEHRAN
Tel. +98 / 21 / 8 831 90 52, Fax +98 / 21 / 8 831 90 53
swarovskiIran@iredco.com

TURKEY
Swarovski Ventures Türkiye Irtibat Bürosu
Ayazmadere Ca. Yesilçimen sok. No: 7 Kat: 2 - 3
TR - 34349 Fulya – Besiktas
Tel. +90 / 212 / 236 42 00, Fax +90 / 212 / 236 42 01
swarovski.turkey@swarovski.com

UAE
Swarovski Middle East FZE
Roundabout No. 6, P.O.Box 17128
UAE - JEBEL ALI FREE ZONE - DUBAI
Tel. +971 / 4 / 881 65 62, Fax +971 / 4 / 881 56 23
info.sme@swarovski.com

NORTH- AND SOUTH-AMERICA

BRAZIL
Swarovski Crystal Components Ltda.
Alameda Itú, 852 – 13 floor
BR - 01421-001, JARDINS - SAO PAULO
Tel. +55 / 11 / 3088 88 21, Fax +55 / 11 / 3088 59 76
customer_relations.br@swarovski.com

USA
Swarovski North America
Division Swarovski Lighting Parts
29 West 57th Street - 9th floor
USA - NEW YORK, N.Y. 10019
Tel. +1 / 212 / 935 61 10, Fax +1 / 212 / 935 61 12
info.slp@swarovski.com

ASIA / PACIFIC

AUSTRALIA
Swarovski International (Australia) Pty. Ltd.
12 Primrose Avenue, PO Box 185
AUS - ROSEBERRY / NSW 2018
Tel. +61 / 2 / 834 57 200, Fax +61 / 2 / 931 36 506
darren.solo@swarovski.com

NEW ZEALAND
Swarovski International (NZ) Ltd
9B Vega Place, Rosedale, North Shore 0632
NEW ZEALAND
Tel. +64 / 970 / 3760, Fax +64 / 912 / 0959
Vivienne.Gee@swarovski.com

HONG KONG
Swarovski Hong Kong Ltd.
9th Floor, 1063 King‘s Road, Quarry Bay
HK - HONG KONG
Tel. +852 / 2566 63 01, Fax +852 / 2250 93 00
Architecture_GC@swarovski.com

INDONESIA
Swarovski Singapore Trading Pte. Ltd 
(Indonesia Representative Office)
Menara Kadin 24th Floor, Unit F, JI. H. R. Rasuna Said Block 
X-5 Kav. 2-3
JAKARTA 12950, INDONESIA
Tel. +6221 / 5790 4246 / 47 / 48, Fax +6221 / 5790 39 95
interiors.ssg@swarovski.com

JAPAN
Swarovski Japan Ltd.
Shinagawa Grand Central Tower 6F,
2-16-4 Konan, Minato-ku, J-Tokyo, 108-0075
Tel. +81 / 3 / 6718 23 82, Fax +81 / 3 / 6718 23 83
ccbinfo.sjp@swarovski.com

KOREA
Swarovski Korea Ltd.
1F Dongho 38 Bldg., 385-3 Shindang-Dong
Joong-Gu, Seoul 100-450 Korea
Tel. +82 / 2 / 3442 5253, Fax. +82 / 2 / 3442 5255
joanne.son@swarovski.com

PHILIPPINES
Swarovski Singapore Trading Pte. Ltd.
(Philippines Representative Office)
Unit 2507, 25/F Orient Square Bldg
Emerald Avenue, Ortigas Center
RP - PASIG CITY, 1606
Tel. +632 / 687 12 43, Fax +632 / 687 12 83
interiors.ssg@swarovski.com

SINGAPORE 
Swarovski Singapore Trading Pte. Ltd.
2 Alexandra Road, No 03 - 01 Delta House
SI - SINGAPORE 159919
Tel. +65 / 6 / 273 07 07, Fax +65 / 6 / 274 81 77
interiors.ssg@swarovski.com

TAIWAN / R.O.C.
Swarovski Asia Ltd., Taiwan Branch
3F, No. 27, Chung Shan North Road, Section 1
TAIW - TAIPEI 104
Tel. +886 / 2 / 210 02 611, Fax +886 / 2 / 210 02 622
Architecture_TW@swarovski.com

THAILAND 
Swarovski (Thailand) Limited
Vorawat Building, Office Unit No. 1601-1602 
16th Floor, 849 Silom Road, Bangrak
Bangkok 10500 Thailand
Tel : +662 / 635 / 1590, Fax : +662 / 635 / 1585
info.th@swarovski.com 

WWW.SWAROVSKI.COM/ARCHITECTURE
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